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TECHNOLOGIES

THE HIGH QUALITY ANTI-CORROSION COATING SYSTEMS FOR UNDERGROUND
PIPELINES DIRECTLY APPLICABLE “IN LINE” OVER THE DITCH OR "IN PLANT”

Since early in the seventies, ALTA developed a series of solutions aimed to meet the most
sophisticated requirements of its customers in the field of anti-corrosion coatings for gas, water
and oil pipelines of any diameter.

With more than thirty years of experience in this field, ALTA has earned today the qualification to
propose a wide range of ALTENE systems, suitable to all kind of ground and operating
canditions.

ALTENE systems are formed by the best combination between primer, anti-corrosion coating
tapes (inners) and mechanical coating tapes (outers). Besides “inner-outer” systems ALTA
developed “monotapes” for particular uses such as repair of coating of pipelines and coating of
valves and pipe fittings.

The ALTENE corrosion protection systems are satisfactorily used by the most important oil, gas
and water companies both for the coating of new pipes as well as “re-vamping” of the existing
pipes during in service mainteinance.

The ALTENE corrosion protection systems also offer economical and flexible solution for the
protection of welding joints and for the coating of underground tanks.

The polymeric composition of the tapes
forming the ALTENE systems and their
"cold" application ensure a “clean” product.
In other words, the ALTENE systems are
friendly for the environment and safe for
the human health, and at the same fime
they offer better quality when compared to
the bituminous based systems.

The ALTENE corrosion protection systems
have been accepted and recognized after
having passed the strictest standards of
the control institutes worldwide. The
ALTEME corrosion protection systems have
been recognized for their high quality,
proven long-term declaration, ease of
application - both manually and
mechanically- and their operation under
extreme operating conditions.

AL ENE corrosion protection systems are
at the vanguard on the worldwide market
and meet the requirements of all
customers.




ALTENE ° ANTI-CORROSION SYSTEMS FOR OIL, GAS AND WATER PIPELINES,
TECHNOLOGIES PETROCHEMICAL AND INDUSTRIAL PLANTS

IN PLANT COATING SYSTEMS
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P19 black 19
100-20 black 20 0,508 ASTM D 1000 15-18-25-30-40 | High anti-corrosion protection, excellent
grey or . +60C ANSI-AWWA mechanical resistance. Particularly
205-30 Blask 30 0,762 1 2,032 C214-95 suitable for new water pipelines.
206-30 white 30 0,762 15-20-25
m P16 black 20 High anti-corrosion protection, high shear
+80C ASTM D1000 resistance, high U.V. resistance. Suitable
122-30 black 30 0762 | oo | 048 DIN EN 12068 20- 255 for medium-large diameter pipelines for
122-30 white a B d SR8 the transportation of all fluids.
@ P16 HT | black 20 High anti-carrosion protection, excellent
black shear resistance, high U.V. resistance,,
high resistance to cathodic disbondment.
% black
w— e a5 +80T ASTM D1000 %5 The biadhesive anti-carrosion tape ensures
122-20 ——y e DIN EN 12068 20-285 a strong adhesion betwsen the layers.
! Suitable for small-medium diameter
pipelines for the transportation of all
white 20 | os08 flgids.
1-2 Systems homologated by DVGW according to DIN EN-12068 standard
For further information regarding systems or products and in case of specific projects please contact the ALTA ALTENE technical service

IN PLANT COATINGS

ALTENE systems ensure maximum guarantee of coating because they
confer strong adhesion to the metal and to themselves and high strong
resistance to the cathodic disbondment.

The properties of the polyolefin backing of ALTENE systems, beside
the high conformability, provide a high mechanical resistance, which
allows to apply a strong tension during their application, resulting in a
tenacious and homogeneous coating.

ALTENE systems ensure a long term performance of coating, thanks to
the high electrical and chemical resistance to both acids and alkalis
attacks and thanks to their high mechanical properties, which protect
the pipe from damages during the transportation and the installation.
ALTENE systems ensure a high economical advantage because they
match the highest productivity with very low investments and produce a
minimum waste. These systems can be applied in all environmental
working temperatures, and thanks to their flexibility they are
continuously adaptable to the different ground conditions.

ALTENE systems ensure the protection of the environment and the
human health thanks to the stability of their components and to their
non-polluting nature.

Water pipe (Acqueduct) diam 1600 mm.
Altene Rp2 plant system

JOINTS

ALTENE systems ensure the greatest anti-corrosion protection of welding joints on the pipelines,
because they exclude every possibility of blisters and humidity formation between the metal and the
tapes.

ALTENE system are “cold” applied under prevailing environmental temperatures of the products and
the surface, thus allowing operation without the inconveniences associated with inadequate or
excessive pre and/or post heating, which often jeopardize the whole quality of the “hot” applied
coating (thermo-shrinking, thermo-setting products, etc.). often connected with dangerous or
unhealthy working conditions. .

ALTENE systems ensure long life of the coating during the time, thanks to the stability and resistance
of their components to the electrical, chemical, biological and mechanical attacks.

ALTENE systems ensure a quick and efficient application of the coating tapes, regardless of the
morphology and orography ground conditions, the types of pipelines used and the prevailing
environmental temperatures.
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SYSTEMS FOR THE COATING OF JOINTS . ELBOWS® , FLANGES

VALVES ) AND SPECIAL PIPELINES ®”
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J-E-SP < use p J-E-5P ThE I E High anti-corrosion protection, high
P 25 black 27 g a@eswn. e?«:ellent cppformabnny.
" S 6 Particularly suitable for joints, elbows of
310-35 black 35 [ 0889 | 50% [ 1,78 | +50T 2 < 40 20 a0, new pipelines, or pipelines to be
= § repaired, coated with bytumen or coaltar,
5 ; designed for transportation of fluids at
= low temperatures.
FESPEV ¢ use > i JE JE High anti-corrosion protection, high
P27 black 27 8 adhesion, excellent conformability.
b 3 = % Particularly suitable for joints, elbows of
300-25 black 25 | 0,635 | 50% |2,032 | +60T = new pipelines, special parts easy to be
205-15 black or b coated.
Whita 15 | 0,381 < B 13 1
J-E 44— use —p J-E
P 16HT black 20 g High anti-corrosion protection, high
o o resistance to continuous operating
122-25 BHT black 25 | 0,635 | 50% | 0,254 |+100T = S0BHT temperatures, high shear resistance,
122-25 BHT white 25 | 0635 2 30 BHT high resistance to cathodic disbondment.
J-E-F-V s use —Pp J-E High anti-corrosion protection, high and
& immediate adhesion, excellent
P27 black 27 ,8_ conformability, high U.V. resistance.
a : ‘ %
whtiis 50% | 2,032 | +60T 35 Particularly suitable for joints, elbows,
340-40 40 | 1,016 E where mechanical protection is not
< required.
J-E-SP A use —p JE J-E
P16 black 20 o®
- o— 2 § High anti-corrosion protection, high shear]
122-20 black 20 | 0508 | ggor | o032 |480C | 232 258 30 resistance, high U.V. resistance.
; d =
5 white = 258 30
122-20 20 | 0,508 22
= ‘7 —’ J-E-SP J-E-SP 2 . g A i
1" Soe use High anti-corrosion protection, high shear
P16 black 20 =4 § resistance, high U.V. resistance, high
=R resistance to cathodic disbondment, the
TP1822-20 Olaok 50% | 2,032 [ +80T =4 258 30 biadhesive anti-corrosion tape ensures
black 20 | 0.508 g p
. “x 0’503 0z _— - high adhesion between the layers.
122-20 white 1 a
il use High anti-corrosion protection, excellent
(2) p 16 HT | black 20 S8 shear resistance, high UV lresistance‘
= 32 |0,8128| £ S8 high resistance to cathodic dishondment,
TP1823-32 Yyellow 8 325 [+800| 22 the biadhesive anti-corrosion tape
grey :—: E = ensures high adhesion between the
<a layers.
J-E D E— use ——p
¢ 2 High anti-corrosion protection, high shear]
w
ac b £ resistance, high resistance to hig
P 327 black 27 S — E i high resi high
> " + .
395-30 black 30 | 0,762 i_: E operating temperature.
<<

1-2 Systems homologated by DVGW according to DIN EN-12068 standard

For further information regarding systems or products and in case of specific projects please contact the ALTA ALTENE technical service
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"IN LINE" COATING SYSTEMS OF NEW PIPELINES, RE-VAMPING AND RE-
CONDITIONING OF EXISTING COATINGS

“IN LINE” COATINGS RE-VAMPING
AND RE-CONDITIONING

ALTENE systems ensure an easy and fast coating
application during “in service maintenance” of the pipes
when the original coating is being restored.

ALTENE systems ensure an extremely advantageous
“cost-benefit” comparison because they match a fast and
accurate work with very low investments.

ALTENE systems ensure the restoration of the coating
protection at the highest Ilevel, regardless of the
morphological ground conditions, the diameters and the
lengths of the pipes and the coating protection system
previously used.

ALTENE systems ensure the long life of the coating
protection during the time, thanks to the stability and
resistance of their components to electrical, chemical and
mechanical attacks.

0 . w
Colour i; Thickness o g 20 e s,
2 2ol ¥ T2 2 53
= o I o m |8 i ¥ £ T2
Altene cs5|g |85 8 ES|SEE| &® 2 z g= Properties and Use
system | 25| E2ls5 g 0| e l=8l2g o 5.8 =
SE|ISS|Ee S g | mi [ mm |8O)E | 5E & 2E
ez |28 S o 8 =2 = o
z |= 2 ©
P 25 black 57 High anti-corrosion protection.
p— Particularly suitable for re-vamping and
re-conditioning of existing pipelines,
310-40 black 40 1,016 | 50% |2,032 | +40C ASTM D 1000 35-50-60-65-70 [previously coated with bitumen or coaltar.
—a It can also be used in combination with
mechanical protection tape 205.., on
request
P19 black 19 High anti-corrosion protection, excellent
o mechanical resistance. Particularly
109-25 black 25 | 0,635 s | w54 | ssoe | aermpioos 15-20-30-40-50:60 ‘ sgitable for new pipt_e\‘ines and for
- pipelines to be re-conditioned. It can be
b:ﬁ‘ or used in combination with all the existing
205-25 " 25 | 0,635 15-20-25 coatings.
High anti-corrosion protection, excellent
Ll aiack = ASTM D 1000 ?'nechanical resistance. Particularly
122-25 black 25 | 0,635 50% 2,54 | +60C S;?JEE‘.)LI-%D suitable for new pipelines and for
210-25 black 25 | 0,635 ° pipelines to be re-conditioned. It can be
used in combination with all the existing
coatings and in all the climatic
conditions.
P16 black 20 High anti-corrosion protection, high shear
W z. ASTM D1000 resistance, high U.V. resistance. Suitable
122-25 S black 25 | 0,635 | 50% | 254 | +80T | o\ ey 10068 20-30 for the transportation of all fluids, and in
122-25 S white o5 | 0635 20-30 particular for new pipelines.
W' p1g HT black 20 High anti-corrosion protection, excellent
black shear resistance, high U.V. resistance,
TP 1822-25 black 25 | 0,635 20-30 high resistance to cathodic disbondment,
3 " the biadhesive anti-corrosion tape ensure
122-258 white - 2 0635 50% | 2,54 | +80C Q‘:'JTEN{?Q%%% e high adhesion between the layers.
Suitable for the transportation of all fluids,
in particular for pipelines to be
reconditioned. Highly compatible with all
the existing coatings.
1 System homologated by DVGW according to DIN EN-12068 standard
For further information regarding systems or products and in case of specific projects please contact ALTA ALTENE technical service
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SPECIAL SYSTEMS
ALTENE MONOTAPE SYSTEMS

With the “Monotape’ name, Alta Altene presents a series of high technical products. They have been
designed based on the long experience and the information received from the designers and the end users,
aimed to obtain a single product which contains all the technical characteristics necessary to ensure a
homogeneous and high quality coating in all the environmental and climatic conditions, in accordance with the
strictest international standards. For this reason, inside the composition of ALTENE Monotape system,
besides Primer, there is only one tape. Each Monotape has been studied to ensure the greatest
performances, adhesion, plasticity, cathodic, mechanical and dielectric resistance, according to each specific

2 need.
-a : ~f? The ALTENE Monotape Systems, opportunely chosen, allow to facilitate the activities on the plant, make
: NG S easier the operation of the workers and guarantee a perfect homogeneity of the coating.
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HIGH TEMPERATURE ALTENE SYSTEMS

HIGH TEMPERATURE ALTENE Systems have been designed to ensure an excellent
anti-corrosion protection on pipelines with high conditions of continuous operating
temperature, keeping their typical cold-application.

HIGH TEMPERATURE ALTENE Systems ensure the duration of the coating protection
thanks to the special polymers, rubbers and additives by which their backing and adhesives
are formed of. They guarantee the performance during the time of the anti-corrosion
protection and assure excellent impact, penetration and shear resistance.

ALTENE THREE-PLY SYSTEMS

ALTENE Three-ply Systems ensure innovative technical characteristic thanks to the blend
of the special polymers they are formed of.

ALTENE Three-ply Systems ensure a matchless degree of anti-corrosion coating thanks to
their adhesion and sealing-effect both on the metal walls and on surfaces and on the tapes
composing the system.

ALTENE three-ply ensures today the satisfaction of the quality requirements which will come to light tomorrow.
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P25 biack 7 High anti-corrosion protection, high mechanical and U.V.
PV2005-60 black 60 | 1,524 | 1" |2082]|+50C | ASTMD1000 resistance. Tapes with a special backing composed of PVC,
PV 2060-11 white 11 0.2794 | 559 polyvinyl and polyolefine. Particularly suitable for cast iron pipes
and for water transportation

P16HT black 20 piET T High anti-corrosion protection, excellent shear resistance, high
122-25 HT black 25 | 0635 254 | +92C | Luenzoss | U-V. resistance. Suitable for the transportation of all fiuids, and in
— : 50% g ]

black 25 0.635 particular for new pipelines.
210-25 HT '

P16HT black 20 AsTM D000 | High anti-corrosion protection, excellent shear resistance, high
122-25 BHT Bk o5 0635 | 5o, 2,54 | +100 C|snat sTANDARD| U-V. resistance. Suitable for the transportation of all fluids and in
210-25 HT black 25 0,635 2 particular for new pipelines.

P16HT black 20 High anti-carrosion protection, excellent shear resistance, high

ASTM D1000 ; i ; ; i
TP1822-30 BHT black 30 0,762 . 304 | +92C [ i\ En 12068 U.V. resistance. Smtat?le for the trans;laon?uon of all fluids and in
—_——— ) 50% particular for new pipelines.
122-30 HT white 30 | 0762
P319 black 19 ) ) )
AN B High anti-corrosion pratection, excellent shear resistance, high

395-25 black 25 | 0.835 228 [+121C| [N'ENooss | U-V- resistance. Suitable for the transportation of all fluids and in

207-20 white 20 | o508 | 50% particular for new pipelines.

(1) P16 black 20 High anti-corrosion protection, high resistance to cathodic

TS black disbondment, high shear resistance, high U.V. resistance, the
TP 1822-50 aa—c; 50 127 s | s | veae ASTM D1000 biadhesive a‘ntl-ccrrosmn tape ensurgs high adh.esxon beMeen

—_TP1 823-20 sl 20 0.508 # DIN EN 12068 | the layers. Suitable for the transportation of all fluids, in particular
2 yb!a? ' on pipelines to be reconditioned, compatible with all the existing
coatings.

(@) P16 High anti-carrosion protection, high shear resistance, high U.V.

_Flb6 black — 20 ’ resistance, high resistance to cathodic disbondment, the

ac ] . : ; g g
biadhesive anti-corrosion tape ensures high adhesion between
TP 1822-50 50 | 127 % cexIM DI
T_— b;;g; el B 50% | 4.16 | +80T | piyEnq2068 | the layers. Suitable for the transportation of all fuids, in particular
P1823-32 YM ! on pipelines to be reconditioned, compatible with all the existing
coatings.

1-2 Systems homologated by DVGW according to DIN EN-12068 standards
For further infomation regarding systems or products and in case of specific projects please contact the ALTA ALTENE technical service










